
NEW GRAIN-CLEANING MACHINE

New Screen Grain Cleaner VEGA  manufactured by 
ROMAX

Simple and reliable construction provides smooth 
operation of such machine during the period of seed 
harvest and preparation.

The machine with low volumes of re-processing 
material but the highest quality of cleaning was specially 
manufactured by ROMAX for use on small farms.

It is made of galvanized steel.
The design of a screen box allows to change the 

screen quickly and easily with minimum labour inputs, 
since each screen is frameless and can be mounted as a 
complete screen plate.

Screen are cleaned with balls.
Light impurities are removed from the grain by 

running it through a current of air produced by an internal 
fan.

The raw material enters the bunker ❶ where it is being 
accumulated and evenly spreaded over the surface 
of the feeder by width. The raw material is fed on the 
screens ❸ through the feed control slide ❷.
The raw material is initially 
cleaned of fi ne impurities 
passing through the small 
mesh screens (A), and 
falls into the tray ❹. The 
grain moves to the large 
mesh screens (B), and 
then it is cleaned of coarse 
impurities that fall into the 
tray ❺.

The raw material is 
initially cleaned of coarse 
impurities passing 
through the large mesh 
screens (A), and falls into 
the tray ❺. The grain 
moves to the small mesh 
screens (B), and then it is 
cleaned of fi ne impurities 
that fall into the tray ❹.

Cleaned grains leave the machine through the tray ❻ 
and are ready for further processing.

up to 15 t/h up to 30 t/h:

PROCESS DESCRIPTION:

SCREEN MACHINE
FOR PRIMARY GRAIN CLEANING OR SEED SORTING


